
BA series
BA is an excellent infrared thermal imaging bow sight. Compact design, small size, light weight, and easy 
to mount. Adopting advanced infrared thermal imaging night vision system, the image quality is excel-
lent. The product is designed to meet the needs of archery enthusiasts, while also considering various 
application scenarios. It has functions such as recording videos, and is suitable for various applications in 
law enforcement patrols, outdoor sports, and other occasions.

Thermal Imaging Bow Sight

Detection distance rabbit(0.2×0.3)m

Detection distance Human(1.8×0.5)m

Detection distance deer(1.5×0.9)m

Recognition distance rabbit(0.2×0.3)m

Recognition distance Human(1.8×0.5)m

 Recognition distance deer(1.5×0.9)m
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Pixel size

Frame rate

Display resolution

Digital zoom

Field of View (HxV)

Battery

Palettes

Reticles

Product parameters

Model                                 

Lens

Thermal sensor Vox 256*192

NETD

PIP

Operating time

External power supply

Housing

Dimension（mm）

Weight(g)

Protection level

Working temperature

19mm

BA19L

9.2°×6.9°

70mm*61.4mm*86.5mm

249g

≤25mk

12μm

 50 Hz

640*480

2×,3×,4×

8 types with 5 colors

White hot, Black hot, Red hot, Green hot, Iron red

Yes

Yes

Yes

Single 18650

Gyroscope

Hot Track

Video recording

Laser range finder

Video output

Yes（recordable）

300m, ranging accuracy ± 1m

CVBS

Single battery > 5 hours

TYPE-C interface

Aviation aluminum alloy

IP66

-10℃...+50 ℃


